

































































“Incorrect scraping

e

FUSION RROVIDA
J




.o
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Butt Fusion Questions
15 minufes to complete 33 many 88 you can
Print full Mame: Score: Ho
Guestion 1: Marme all sx stages of the jointing processT
Answer 1:
Guestion 2: ¥hen seting up a butt-fusion machine, what should be used fo prevent contamination?
Answer
Crsestion 3: On set upwhat parts of a butt-fusion machine show'd be cleaned before ©'s used?
Answer 3
Gusestion 4: Explan the reason for coofng tme
Answer 4:
Gusestion 3: \hen programming in the pipe parameters whers can this information be found, if not already known?
Answer 3
Gueestion 6: What is dynamic drag? and how can it be reduced,
Answer B
Guestion 7: What emor message should be printed on the print out, when a durnmy joint has been done comectly?
Answer T:
Guestion 3: How many dummyceaning joints should be dons?
Answer 8:
Guestion 3: Why are dummy!cleaning jonts done?
Answer 3:
Guestion 10:  When should durnmy/cleaning joints be performed?
Answer 10:




Questionnaire / electrofusion

Cuastion 1:

Anzwer 1:

Cuastion 2:

Anzwer 2:

Cuastion 3:

Anzwer 3:

Cruastion 4:

Anzwer 4:

Cuastion 5:

Anzwer 5

Cuestion 8:

Anzwer G

Guestion T:

AnzwerT:

Cuastion 8:

Answer 8:

Cuestion 8

Anzwer 0:

Cuastion 10:

Anszwer 10:

Print full Mame :
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Electrofusion Questions
15 minuies to complete &5 Many a5 you can

Score: M0

Explain three basic procedwas that should be adharad to, when canmying out Bectrofesion joints?

What is the reasan for scraping/peeling pipe befare joinfing?

Wihy should welding take plage in a sheler?

How does the Blactofusion box recagniss what fitting t's fusing®

Giwa four possible reasons for a poorly made joint

Wihat details should be checked on electrofusion fittings befor welding?

Wihat should you chack for afier the fusion oy cke and cooling fime has been complsted?

Wihat problems could be encountarad when fusing to coiled pipa ?

Wihat is the reason for not touching scraped prepamsd pipe before camying out a joint?

Why 8 it so important to vse the comed tools far holding pipe during jointing?
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